








































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































ITEM DESCRIPTION UNIT| QTY | RATE SHS. CTS.
Damp proofing
A |1000 Gauge polythene sheeting laid with 150mm end laps
(measured nett - no allowance made for laps ) SV 24
Plinth finishes
B 12mm thick cement and sand (1:4) render to plinth walls SV 8
c Prepare and apply two coats of black bituminous paint on
rendered plinths SV 8
WALLING
Damp proofing
200mm wide hessian based bituminous felt damp proof course
D |to BS 747 laid and bedded on cement sand (1:3) mortar as
described on: LM 19
External walling
200mm thick concrete vent block walling bedded and jointed
E [in cement and sand (1:3) mortar reinforced with hoop iron in
alternate courses. SV 6
200mm thick machine cut natural stone walling from different
E quarries in mixed colours bedded and jointed in cement and
sand (1:3) mortar reinforced with hoop iron in alternate
courses. SV 52
G |150mm Ditto SV 8
" Extra over walling for smooth chisel dressing including
pointing with neat half round recessed horizontal joints and
flush vertical joints in cement and sand (1:3) mortar. SV 52
Precast concrete grade 20/20 in
J 1300 x 75mm (average) Thick coping bedded and jointed in
cemnt and sand mortar (1:4) on top of walling LM 10
CARRIED TO COLLECTION KShs.

GENERATOR HOUSE
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